
1135 

3 PH XARM UNDERBUILD FRAMING 12FT 

CONTAINS 
1135-02     3PH XARM TANGENT/ANGLE 12 FT 
1135-22     3PH XARM SINGLE DEADEND HD 12 FT 
1135-42     3PH XARM SINGLE DE CORNER POLE 12 FT 
1135-52     3PH XARM DOUBLE DEADEND 12 FT 
1135-55     3PH XARM JUNCTION 12 FT 

POLES, HARDWARE, AND FRAMING SECTION: 

1135 

REV_DATE: 
3 PH XARM UNDERBUILD FRAMING 12FT SHEET: 

04/01/26 1 OF 1 



3PH XARM TANGENT/ANGLE 12 FT 

10'-0" MINIMUM TO 
TRANSMISSION CONDUCTOR 
(138 kV & 69 kV) 

NOTE: A MINIMUM OF 10 FT CLEARANCE 
REQUIRED BETWEEN THE LOWEST 
TRANSMISSION CONDUCTOR AND THE 
HIGHEST DISTRIBUTION CONDUCTOR AT 
THE POINT OF ATTACHMENT AND AT ANY 
POINT IN THE TRANSMISSION SPAN. 
REQUIRES APPROVAL FROM 
TRANSMISSION 

13" 

6" 

9'-6" 

6" 

A 

B 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

NOTE: ADD MODULE 11201103 WHEN 
SECOND BRACKET IS REQUIRED FOR 
SECONDARY SERVICE 

11350201 
11350211 

ROADSIDE PREFERRED FOR 
TANGENT. INSIDE FOR ANGLE. 

ALWAYS INTERNAL 
ANGLE SIDE 

C 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

MU-REF MU-ID MU-DESCRIPTION 

11350201 3PHXRTANSGLPNSGLNU12FT 3PH XARM TAN SGL PIN SGL NU 12FT 

11350211 3PHXRANGSGLPNSGLNU12FT 3PH - XARM ANGLE 12 FT 

11350221 3PHXRTANSGLPNSGLNU12-CC 3PH XARM TAN SGL PIN SGL NU 12FT - CC 

11350231 3PHXRANGSGLPNSGLNU12-CC 3PH - XARM ANGLE 12 FT - CC 

SEE 1135 ASSOCIATED MODULES 

POLES, HARDWARE, AND FRAMING 
SECTION: 

1135-02 

REV_DATE: 
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3PH XARM SINGLE DEADEND HD 12 FT 

NOTE: A MINIMUM OF 10 FT CLEARANCE 
REQUIRED BETWEEN THE LOWEST 
TRANSMISSION CONDUCTOR AND THE 
HIGHEST DISTRIBUTION CONDUCTOR AT 
THE POINT OF ATTACHMENT AND AT ANY 
POINT IN THE TRANSMISSION SPAN. 
REQUIRES APPROVAL FROM TRANSMISSION 

10'-0" MINIMUM TO 
TRANSMISSION 

CONDUCTOR 
(138 kV & 69 kV) 

6" 

9'-6" 

6" 

USE DOUBLE POLYMERS 
ON STEEL POLES FOR 
CENTER PHASE 

A 

A C 

B 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

11352201 
11352211 

NOTE: ADD MODULE 11201103 WHEN 
SECOND BRACKET IS REQUIRED FOR 
SECONDARY SERVICE 

ROADSIDE PREFERRED FOR 
TANGENT. INSIDE FOR ANGLE. 

ALWAYS INTERNAL 
ANGLE SIDE 

D 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

MU-REF MU-ID MU-DESCRIPTION 

11352201 3PHXRSDEHD12FT 3PH XARM SGL DE HD 12FT 
11352211 3PHXRSDEHD12FT-CC 3PH XARM SGL DE HD 12FT- CC 

SEE 1135 ASSOCIATED MODULES 

POLES, HARDWARE, AND FRAMING 
SECTION: 

1135-22 
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3PH XARM SINGLE DE CORNER POLE 12 FT 

NOTE: A MINIMUM OF 10 FT CLEARANCE 
REQUIRED BETWEEN THE LOWEST 
TRANSMISSION CONDUCTOR AND THE 
HIGHEST DISTRIBUTION CONDUCTOR AT 
THE POINT OF ATTACHMENT AND AT ANY 
POINT IN THE TRANSMISSION SPAN. 
REQUIRES APPROVAL FROM TRANSMISSION 

10'-0" MINIMUM TO 
TRANSMISSION 

CONDUCTOR 
(138 kV & 69 kV) 

ADD TWO ADDITIONAL 
POLYMERS ON STEEL 
POLES FOR CENTER 
PHASEE E 
(CU NAME: INSDESGL) 

A 

A B C 

GUY ATTACHMENT 
ELOCATION WHEN 

REQUIRED
A 

C B 

E 

C GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

NOTE: ADD MODULE 11201103 
WHEN SECOND BRACKET IS 
REQUIRED FOR SECONDARY 
SERVICE 

11354201 
11354211 D 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

MU-REF MU-ID MU-DESCRIPTION 
11354201 3PHXRSDECNHD12FT 3PH XARM SGL DE CORNER 12FT 
11354211 3PHXRSDECNHD12FT-CC 3PH XARM SGL DE CORNER 12FT - CC 

SEE 1135 ASSOCIATED MODULES 

6" 

3'-0" 

6" 

6'-6" 

3" 

6" 

POLES, HARDWARE, AND FRAMING 
SECTION: 

1135-42 

REV_DATE: 
3 PH XARM UNDERBUILD FRAMING 12FT SHEET: 

04/01/26 1 OF 1 

https://austinenergy.sharepoint.com/:x:/r/sites/ElectricServiceDelivery/_layouts/15/Doc.aspx?sourcedoc=%7BCC1A450E-F29A-4B2A-9B1D-878CA1595065%7D&file=1135%20Associated%20Modules.xlsx&action=default&mobileredirect=true


3PH XARM DOUBLE DEADEND 12 FT 

10'-0" MINIMUM TO 
TRANSMISSION 

CONDUCTOR 
(138 kV & 69 kV) 

NOTE: A MINIMUM OF 10 FT CLEARANCE 
REQUIRED BETWEEN THE LOWEST 
TRANSMISSION CONDUCTOR AND THE 
HIGHEST DISTRIBUTION CONDUCTOR AT 
THE POINT OF ATTACHMENT AND AT 
ANY POINT IN THE TRANSMISSION SPAN. 
REQUIRES APPROVAL FROM 
TRANSMISSION 

ADD TWO ADDITIONAL 
POLYMERS ON STEEL 
POLES FOR CENTER 
PHASEB B (CU NAME: INSDESGL) 

A 
DCA 

13" 

6" 

9'-6" 

6" 

D 
GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

11355201 
11355203 
11355211 

E 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

MU-REF MU-ID MU-DESCRIPTION 
11355201 3PHXRDDEHD12FT 3PH XARM DBL DE ANGLE HD 12FT 
11355203 3PHXRDDERTNHD12FT 3PH XARM DBL DE REDUCED TEN HD 12FT 
11355211 3PHXRDDEANGRTNHD12FT-CC 3PH XARM DBL DE ANGLE / REDUCED TEN HD 12FT - CC 

SEE 1135 ASSOCIATED MODULES 

POLES, HARDWARE, AND FRAMING 
SECTION: 

1135-52 
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3PH XARM JUNCTION 12 FT 

10'-0" MINIMUM TO 
TRANSMISSION 

CONDUCTOR 
(138 kV & 69 kV) 

NOTE: A MINIMUM OF 10 FT CLEARANCE 
REQUIRED BETWEEN THE LOWEST 
TRANSMISSION CONDUCTOR AND THE 
HIGHEST DISTRIBUTION CONDUCTOR AT 
THE POINT OF ATTACHMENT AND AT ANY 
POINT IN THE TRANSMISSION SPAN. 
REQUIRES APPROVAL FROM TRANSMISSION 

NOTE: A DISTANCE OF 3 FT BETWEEN 
THE TOP BOLT OF THE LOWEST 
DISTRIBUTION PRIMARY ATTACHMENT 
AND THE TOP BOLT OF THE HIGHEST 
DISTRIBUTION PRIMARY ATTACHMENT 
IS REQUIRED. 

ADD TWO ADDITIONAL 
POLYMERS ON STEEL 
POLES FOR CENTER 
PHASE 

B (CU NAME: INSDESGL) B 

A 
DA C 

13" 

6" 

6'-6" 

6" 

11355501 
11355511 

E E 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

MU-REF MU-ID MU-DESCRIPTION 

11355501 3PHXRSDEJNHD12FT 3PH XARM SGL DE JUNCTION HD 12FT 

11355511 3PHXRSDEJNHD12FT-CC 3PH XARM SGL DE JUNCTION HD 12FT - CC 

EXISTING NEUTRAL 
MAY NEED TO BE 
RELOCATED 

SEE 1135 ASSOCIATED MODULES 

D 

GUY ATTACHMENT 
LOCATION WHEN 
REQUIRED 

POLES, HARDWARE, AND FRAMING 
SECTION: 

1135-55 
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